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CHECKmate  — B-06 Non-Return Valve 

This Ball Check Valves is designed specially for lower pressure applications where the pipes are threaded. The typical applications are 

domestic pumping, low rise building pumping, small irrigation systems, contaminated waste water. The working pressure is 6 bar. 

DESCRIPTION MATERIAL OF CONSTRUCTION 

BODY/ADAPTER CAST IRON (GG25) 

BALL NITRILE REINFORCED 

SEALING RING NITRILE UPTO 80mm/L.T. Bronze for 100mm 

FASTENERS CARBON STEEL 

PAINT ENAMEL PAINT 

END CONNECTION THREADED 

CHECKMate Ball type NRV Conventional Flap type 

Innovative design, focused to eliminate all constraints of conven-

tional NRV and offer optimum performance. 
Conventional design carries many constraints, ragging, etc. 

Internal designed in such a way that laminar flow is not interrupted. Turbulence is generated in fluid flow due to design limitations. 

Very low pressure drop across the valve which saves energy and 

reduces ragging and down time. 

Comparatively high pressure losses, requires more energy increas-

es potential for ragging (blockages) 

Opening & closing mechanism is by way of free flowing rubber coat-

ed ball, hence eliminating hinge-pin-disc failure. 

Opening & closing mechanism involves hinge-pin-disc calls for fre-

quent maintenance due to ragging. 

Maintenance free - if required can be services with minimal  down 

time. 

For maintenance, valve is required to be remove from pipe with 

longer down time and in most cases not serviceable  

Same valve can be used for wide range of applications as it can be 
supplied with rubber or FRP lining especially for corrosive and ero-

sive applications. 
Not possible for conventional valves. 

Vertical or horizontal installation is easily possible Installation recommended for horizontal position. 

Dimensions ( Valve size in mm) 

Size (A) 25 40 50 65 80 100 

H 100 135 165 200 244 284 

W 90 125 148 190 232 275 
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CHECKmate— B-04 Foot Valve 

www.doylepump.com.au   sales@doylepump.com.au    + 61 3 95872152 

CHECKmate ball check foot valves are a unique in design, they are specifically designed with a ball stop rather than a flap stop, this 
feature means the valve is truly a full flow through valve, which mean reduced pressure losses across the valve, this is extremely im-
portant and advantages for pumps on suction lift, additionally by way of the simplistic design it is less likely to rag, which means less 

down time, cleaning or potentially starving the a pump. 

CHECKmate Ball Foot Valves are regarded as the most reliable, 100% leak proof foot valves & are the best solution for problematic 

suction lines or water where there are particulates in suspension. 

DESCRIPTION MATERIAL OF CONSTRUCTION SIZE RANGE  25mm - 100mm 

BODY/STRAINER CAST IRON (GG25) PRESSURE TESTING BODY: 1.5 X PN 

BALL NITRILE REINFORCED   SEAT : 1.1 X PN 

SEALING RING NITRILE UPTO 80mm/.Bronze for 100mm PRESSURE RATING -KPa PN 0.6 

FASTENERS CARBON STEEL     

PAINT ENAMEL PAINT INSTALLATION VERTICAL 

CONNECTION THREADED TEMPERATURE 0-80°C 

Dimensions ( Valve size in mm) 

Size (A) 25 40 50 65 80 100 

H 115 154 190 220 260 308 

W 90 125 148 190 232 275 


